BITUNAMEL MAX

an Industrial Quick Dry Low Viscosity Bitumen base paint

Bitunamel Max is a high solids Industrial Quick Dry Bitumen based paint or primer for corrosion protection and waterproofing.

SPECIFICATION AND TECHNICAL DATA

COLOUR: Black
SPECIFIC GRAVITY: 1.01
BASE BITUMEN: C170
DRYING TIME: 10 to 15 minutes (touch dry)
SOLVENT: Aromatic
VISCOITY: 590 ÷ 690 Pa.s
SOLIDS CONTENT: 80 ± 5%

PACKAGING: 205 Litre Drums
Steel containers are recyclable provided they are empty and any residual product is dry.

DANGEROUS GOODS CLASS: This product is flammable Class 3 while still in the wet state.

Safety
Refer to Safety Data sheets before use.
Eliminate all potential ignition sources during application.
Avoid breathing vapours.
Avoid contact with skin.
Always wear appropriate PPE
DO NOT allow product or washings to enter stormwater or sewer systems

BITUMINOUS PRODUCTS

Sydney
(02)9772 4433
Brisbane
(07)3260 1088
Melbourne
(03)9706 6444
Townsville
(07)4774 8311
Perth
(08)9351 1356

www.bituminous.com.au