BLACKJACK BITUMEN PAINT
General purpose industrial grade bitumen paint suitable for potable water complies with AS4020

BLACKJACK BITUMEN PAINT is an Industrial Bitumen (hard bitumen) based paint dissolved in hydrocarbon solvent. Bitumen Paint used to protect metal surfaces from oxidization from water, sunlight, and weather exposure.

USES: All metal surfaces for corrosion protection. All bituminous or masonry surfaces for moisture protection.

SURFACE PREPARATION: All surfaces to be painted must be clean and dry and free from oils, waxes and grease. New hot dip galvanizing must be weathered 6 months before application of any paint.

CLEAN UP: BLACKJACK BITUMEN PAINT is soluble in mineral turps. Equipment may be flushed with turps and equipment wiped clean with a turps soaked rag. Avoid contact with skin, however most hand cleaners suitable for grease and oil will remove from skin. Paint stripper may be used to remove product from painted items. Always do a small test area first to ensure that the substrate is not affected by the stripper.

APPLICATION DATA: Can be applied by brush, spray, roller. Should apply in 2 coats to get an even look. Where sunlight (UV) exposure is encountered we recommend over coating with our BITUNAMEL SILVER.

SPECIFICATION AND TECHNICAL DATA

COLOUR: Black
MATERIAL: Bitumen, Solvents
ODOUR: Bitumen, Solvents
COVERAGE: Painting 1 3m²/litre in a two-coat application Priming 1 10m²/litre
DRYING TIME: 2 to 4 hours depending on ambient temperature 12 to 24 hours for curing
PACKAGING: 20 litre & 205 Litre Drums

Steel containers are recyclable provided they are empty and any residual product is dry.
Safety
Refer to Safety Data sheets before use.
Eliminate all potential ignition sources during application.
Avoid breathing vapours.
Avoid contact with skin.
Always wear appropriate PPE.
DO NOT allow product or washings to enter stormwater or sewer systems.