BLACKJACK RUBBER MEMBRANE  
cold applied liquid membrane

DESCRIPTION
BLACKJACK RUBBER MEMBRANE is a cold applied liquid that dries to resemble a highly elastic type inner-tube, especially when multi-coats are applied to achieve a robust thickness.

USES
To line masonry walls, planter boxes, roofs etc
BLACKJACK RUBBER MEMBRANE can be used to patch holes in corrugated sheeting by applying under and over flywire screen.
BLACKJACK RUBBER MEMBRANE may also be used as a construction membrane. Reference must be made to the architect or engineer and this information is provided as a guide only. See below for a suggested system for shower base application. Adhesion to the substrate and subsequent materials must always be tested before use.
On roof applications BLACKJACK SILVER can be applied to provide UV sunscreen protection.

APPLICATION
BLACKJACK RUBBER MEMBRANE can be applied by brush, roller or squeegee. Clean surface of dirt, grease, oils, dust and other loose material. The surface should be DRY. Wire brush all steel surfaces. Stir product well before use. Overcoat with BLACKJACK SILVER for UV resistance.

SPECIFICATION

<table>
<thead>
<tr>
<th>DRYING TIME</th>
<th>Allow 24 hours between coats.</th>
</tr>
</thead>
<tbody>
<tr>
<td>COVERAGE</td>
<td>1.5 litres wet covers 1m² at 1mm dry film thickness</td>
</tr>
<tr>
<td></td>
<td>20 litres wet covers 13m² at 1mm dry film thickness</td>
</tr>
<tr>
<td>% SOLIDS :</td>
<td>57 % w/w @ 25°C</td>
</tr>
<tr>
<td></td>
<td>53.5% v/v @ 25°C</td>
</tr>
<tr>
<td>FLASH POINT:</td>
<td>15°C</td>
</tr>
<tr>
<td>SERVICE TEMP:</td>
<td>Ambient</td>
</tr>
<tr>
<td>THINNERS:</td>
<td>Mineral Turps</td>
</tr>
</tbody>
</table>

PACKAGING: 1 litre and 4litre lithographed cans
20 Litre & 205 Litre Drums
Steel containers are recyclable provided they are empty and any residual product is dry.
Safety
Refer to Safety Data sheets before use.
Eliminate all potential ignition sources during application.
Avoid breathing vapours.
Avoid contact with skin.
Always wear appropriate PPE.
DO NOT allow product or washings to enter stormwater or sewer systems.

CONSTRUCTION MEMBRANE SUGGESTION

Safety
Refer to Safety Data sheets before use.
Eliminate all potential ignition sources during application.
Avoid breathing vapours.
Avoid contact with skin.
Always wear appropriate PPE.
DO NOT allow product or washings to enter stormwater or sewer systems.

BITUMINOUS PRODUCTS

<table>
<thead>
<tr>
<th></th>
<th>Sydney</th>
<th>Brisbane</th>
<th>Melbourne</th>
<th>Townsville</th>
<th>Perth</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>(02)9772 4433</td>
<td>(07)3260 1088</td>
<td>(03)9706 6444</td>
<td>(07)4774 8311</td>
<td>(08)9351 1356</td>
</tr>
</tbody>
</table>

www.bituminous.com.au