
     

 
 

 
 

BLACKJACK BRUSHABLE PAINT 
High Build bitumen based brushable anticorrosive and waterproof paint 

 

BLACKJACK BRUSHABLE paint is a High Build bitumen based brushable 

anticorrosive and waterproof paint. BLACKJACK BRUSHABLE is suitable for 

potable (drinking) water tanks. 

 

USES:  

Repair and corrosion protection of weathered galvanised iron. Waterproofing 

of masonry structures etc.  Can also be used as a sound deadening or anti 

drumming compound in car underbodies. 

 

APPLICATION  
Clean surface of dirt, grease, oils, dust and loose material.  Wire brush all steel 

surfaces.  Stir well before use.  Apply by brush, roller, or squeegee.  Overcoat 

with BLACKJACK SILVER to protect against U.V. exposure.  Ensure a minimum 

of two coats. 

 

PROPERTIES: 
COLOUR:                  Black. 

DRYING TIME:   12 – 24 hours 

COVERAGE:    1 – 3m2/litre 

SPECIFIC GRAVITY:   1.0 approximately (1 litre / kg) 

THINNERS:    Mineral Turps  

DYNAMIC VISCOSITY:   5,500 – 7000cP @ 250 C 

FLASH POINT:       40°C 

VOLATILES:       30-35% 

BITUMEN CONTENT:      40-45% 

FILLER AND FIBRE CONTENT:    20-25% 

 

PACKAGING:       4 Litre, 20 Litre, 205 Litre 

Steel containers are recyclable provided they are empty and any residual 

product is dry. 

Safety 

Refer to Safety Data sheets before use. 

Eliminate all potential ignition sources during application. 

Avoid breathing vapours. 

Avoid contact with skin. 

Always wear appropriate PPE. 

DO NOT allow product or washings to enter stormwater or sewer systems. 
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